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surrogate lighters used for qualifica-
tion testing under § 1210.14 are de-
scribed in a written product specifica-
tion. (Section 1210.4(c) requires that six 
surrogate lighters be used for testing 
each 100-child panel.) 

(b) Contents of specification. The prod-
uct specification shall include the fol-
lowing information: 

(1) A complete description of the 
lighter, including size, shape, weight, 
fuel, fuel capacity, ignition mecha-
nism, and child-resistant features. 

(2) A detailed description of all di-
mensions, force requirements, or other 
features that could affect the child-re-
sistance of the lighter, including the 
manufacturer’s tolerances for each 
such dimension or force requirement. 

(3) Any further information, includ-
ing, but not limited to, model names or 
numbers, necessary to adequately de-
scribe the lighters and any child-resist-
ant features.

§ 1210.16 Production testing. 
(a) General. Manufacturers and im-

porters shall test samples of lighters 
subject to the standard as they are 
manufactured, to demonstrate that the 
lighters meet the specifications, re-
quired under § 1210.15, of the surrogate 
that has been shown by qualification 
testing to meet the requirements of the 
standard. 

(b) Types and frequency of testing. 
Manufacturers, private labelers, and 
importers shall determine the types of 
tests for production testing. Each pro-
duction test shall be conducted at a 
production interval short enough to 
provide a high degree of assurance 
that, if the samples selected for testing 
pass the production tests, all other 
lighters produced during the interval 
will meet the standard. 

(c) Test failure—(1) Sale of lighters. If 
any test yields results which indicate 
that any lighters manufactured during 
the production interval may not meet 
the standard, production and distribu-
tion in commerce of lighters that may 
not comply with the standard must 
cease until it is determined that the 
lighters meet the standard or until cor-
rective action is taken. (It may be nec-
essary to modify the lighters or per-
form additional tests to ensure that 
only complying lighters are distributed 

in commerce. Lighters from other pro-
duction intervals having test results 
showing that lighters from that inter-
val comply with the standard could be 
produced and distributed unless there 
was some reason to believe that they 
might not comply with the standard.) 

(2) Corrective actions. When any pro-
duction test fails to provide a high de-
gree of assurance that all lighters com-
ply with the standard, corrective ac-
tion must be taken. Corrective action 
may include changes in the manufac-
turing process, the assembly process, 
the equipment used to manufacture the 
product, or the product’s materials or 
design. The corrective action must pro-
vide a high degree of assurance that all 
lighters produced after the corrective 
action will comply with the standard. 
If the corrective action changes the 
product from the surrogate used for 
qualification testing in a manner that 
could adversely affect its child resist-
ance, the lighter must undergo new 
qualification tests in accordance with 
§ 1210.14, above.

§ 1210.17 Recordkeeping and report-
ing. 

(a) Records. Every manufacturer and 
importer of lighters subject to the 
standard shall maintain the following 
records in English on paper, micro-
fiche, or similar media and make such 
records available to any designated of-
ficer or employee of the Commission in 
accordance with section 16(b) of the 
Consumer Product Safety Act, 15 
U.S.C. 2065(b). Such records must also 
be kept in the United States and pro-
vided to the Commission within 48 
hours of receipt of a request from any 
employee of the Commission, except as 
provided in paragraph (b)(3) of this sec-
tion. Legible copies of original records 
may be used to comply with these re-
quirements. 

(1) Records of qualification testing, 
including a description of the tests, 
photograph(s) or a video tape for a sin-
gle pair of children from each 100-child 
test panel to show how the lighter was 
held in the tester’s hand, and the ori-
entation of the tester’s body and hand 
to the children, during the demonstra-
tion, the dates of the tests, the data re-
quired by § 1210.4(d), the actual surro-
gate lighters tested, and the results of
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